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Effects of calcination and activation conditions on
ordered mesoporous carbon supported iron
catalysts for production of lower olefins from
synthesis gas†

M. Oschatz,*a T. W. van Deelen,a J. L. Weber,a W. S. Lamme,a G. Wang,a B. Goderis,b

O. Verkinderen,b A. I. Dugulanc and K. P. de Jong*a

Lower C2–C4 olefins are important commodity chemicals usually produced by steam cracking of naphtha

or fluid catalytic cracking of vacuum gas oil. The Fischer–Tropsch synthesis of lower olefins (FTO) with

iron-based catalysts uses synthesis gas as an alternative feedstock. Nanostructured carbon materials are

widely applied as supports for the iron nanoparticles due to their weak interaction with the metal species,

facilitating the formation of catalytically active iron carbide. Numerous synthetic approaches towards

carbon-supported FTO catalysts with various structures and properties have been published in recent years

but structure-performance relationships remain poorly understood. We apply ordered mesoporous carbon

(CMK-3) as a support material with well-defined pore structure to investigate the relationships between

calcination/activation conditions and catalytic properties. After loading of iron and sodium/sulfur as the

promoters, the structures and properties of the FTO catalysts are varied by using different calcination (300–

1000 °C) and activation (350 or 450 °C) temperatures followed by FTO testing at 1 bar, 350 °C, H2/CO = 1.

Carbothermal reduction of iron oxides by the support material occurs at calcination temperatures of 800

or 1000 °C, leading to a higher ratio of catalytically active iron(carbide) species but the catalytic activity re-

mains low due to particle growth and blocking of the catalytically active sites with dense graphite layers.

For the samples calcined at 300 and 500 °C, the formation of non-blocked iron carbide can be enhanced

by activation at higher temperatures, leading to higher catalytic activity. Olefin selectivities of ∼60%C in the

formed hydrocarbons with methane of ∼10%C are achieved for all catalysts under FTO conditions at low

CO conversion. The influence of the calcination temperature is further investigated under industrially rele-

vant FTO conditions. Promoted CMK-3-supported catalysts obtained at low calcination temperatures of

300–500 °C show stable operation for 140 h of time on stream at 10 bar, 340 °C, H2/CO = 2.

Introduction

Lower olefins (C2–C4) are important commodity chemicals
which are conventionally produced from naphtha or vacuum
gas oil. In the last years, non-oil based routes are more and
more in focus for the production of C2–C4 olefins from syn-

thesis gas (a mixture of CO and H2). These compounds can
be produced either via indirect routes,1 bifunctional cata-
lysts,2,3 or by the Fischer–Tropsch to olefins (FTO) process.4,5

FTO synthesis is a method for the direct production of lower
olefins from synthesis gas. Since syngas can be obtained from
biomass, coal, or natural gas,6 FTO provides a non-oil-based
route towards these chemicals. Iron-based catalysts are widely
studied for FTO which is commonly performed at high tem-
peratures (300–350 °C) to achieve a large fraction of short-
chain molecules.7,8 Iron has a lower methanation activity,
high olefin/paraffin selectivity, high resistance to contami-
nants, high water-gas-shift activity, and low costs in compari-
son to cobalt-based catalysts.9,10 The FTO reaction proceeds
through a surface carbide mechanism and can be considered
as polymerization process. Hence, in terms of chain length,
the product distribution can be described by the Anderson–
Schulz–Flory model.5,11 Iron carbide species are the

8464 | Catal. Sci. Technol., 2016, 6, 8464–8473 This journal is © The Royal Society of Chemistry 2016

a Inorganic Chemistry and Catalysis, Debye Institute for Nanomaterials Science,

Utrecht University, Universiteitsweg 99, 3584 CG Utrecht, The Netherlands.

E-mail: M.Oschatz@uu.nl, K.P.deJong@uu.nl
b Polymer Chemistry and Materials, Catholic University of Leuven, Celestijnenlaan

200F, 3001 Heverlee, Belgium
c Fundamental Aspects of Materials and Energy Group, Delft University of

Technology, Mekelweg 15, 2629 JB Delft, The Netherlands

† Electronic supplementary information (ESI) available: Physisorption data of
the pristine CMK-3 support, TEM images of fresh and spent catalysts, details of
catalytic data at 1 and 10 bar, physisorption and SAXS data of the spent cata-
lysts, Mössbauer spectra and corresponding fitting data. See DOI: 10.1039/
c6cy01251e

Pu
bl

is
he

d 
on

 1
4 

N
ov

em
be

r 
20

16
. D

ow
nl

oa
de

d 
by

 U
ni

ve
rs

ite
it 

U
tr

ec
ht

 o
n 

17
/0

2/
20

17
 1

5:
01

:3
7.

 

View Article Online
View Journal  | View Issue

http://crossmark.crossref.org/dialog/?doi=10.1039/c6cy01251e&domain=pdf&date_stamp=2016-12-02
http://dx.doi.org/10.1039/c6cy01251e
http://pubs.rsc.org/en/journals/journal/CY
http://pubs.rsc.org/en/journals/journal/CY?issueid=CY006024


Catal. Sci. Technol., 2016, 6, 8464–8473 | 8465This journal is © The Royal Society of Chemistry 2016

catalytically active phase although other compounds such as
iron oxides and metallic iron might also be present under
FTO conditions. The selectivity towards C2–C4 olefins, activity,
and stability of iron-based FTO catalysts can be further in-
creased by the use of promoters.12–14 Especially a combina-
tion of sodium and sulfur reduces the selectivity towards the
low-value product methane and increases the olefin/paraffin
ratio as well as the catalytic activity.15–17

Bulk iron catalysts suffer from distinct particle agglomera-
tion and particle growth, leading to mechanical breakdown
and short lifetimes.5 Hence, the metal is often immobilized
on porous support materials to achieve sufficient stability.
Nanostructured carbon materials are particularly attractive
candidates for the dispersion of iron nanoparticles due to
their high surface area, adjustable textural properties, and
controllable surface chemistry.18–23 The irreversible forma-
tion of non-reducible and hence non-active iron species as it
can occur for silica and high surface area alumina supports
is prevented due to the weak interaction between carbon ma-
terials and the iron nanoparticles.16 However, sufficient
knowledge about the interplay between promoters, catalyti-
cally active iron species, and support materials during cata-
lyst preparation, activation, and catalytic reaction is still not
available. Research about iron nanoparticles directly encapsu-
lated within carbon shells also accelerated in the last
years.8,24–26 Although graphite covering of metal nano-
particles will surely result in more stable catalysts by
preventing agglomeration, the effect of such a shielding layer
on catalytic activity and selectivity is not yet sufficiently illu-
minated. Carbon nanotubes, carbon nanofibers and
graphene are widely applied as model supports for FTO
catalysts.27–29 In contrast to such substances with high exter-
nal surface area, nanoporous carbon materials are less inves-
tigated. However, especially ordered mesoporous carbon ma-
terials are useful model catalyst supports due to their long-
range ordered pore system and the narrow pore size
distribution.30–33

Significant efforts have been made to get better under-
standing of the reaction/deactivation mechanisms,34–36 pro-
moter effects,17 particle size influence,37 and support proper-
ties12,16,38 for supported FTO catalysts but the interplay
between the inorganic nanomaterials and the active species is
still barely understood. Especially the influence of the synthe-
sis and pre-treatment conditions (e.g., during calcination and
activation) on the catalysts structures and catalytic properties
need to be investigated in more detail. We utilize ordered
mesoporous carbon materials (denoted as CMK-3; CMK: car-
bon mesostructured by KAIST)39 as supports with well-
defined and long-range ordered pore structure for iron-based
FTO catalysts, containing sodium and sulfur as promoters.
Due to the unique structure of CMK-3, effects of different con-
ditions during catalyst synthesis or catalyst reduction can be
investigated and interpreted in a straightforward way and
transferred to rather commercially relevant support materials.

Incipient wetness impregnation (IWI) was chosen for load-
ing of iron as one of the most scalable methods for industrial

synthesis of heterogeneous catalysts.40 Sodium and sulfur
were added as promoters in order to achieve high C2–C4 ole-
fin selectivity and to suppress methane formation. The cata-
lyst precursors were calcined at different temperatures (300–
1000 °C), leading to different iron particle sizes and iron
phases due to reduction of iron oxides by the carbon support
at higher temperature. Catalytic testing under FTO conditions
at 1 bar shows that the activity strongly depends on both the
applied calcination and activation temperature. Despite the
presence of more reduced iron species, blocking of the cata-
lytically active sites with graphite layers after high-
temperature calcinations decreases the catalytic activity. This
observation is also confirmed under industrially relevant FTO
conditions at 10 bar. These findings provide general guide-
lines for the design of stable promoted FTO catalysts. Re-
search on graphite-encapsulated iron particles accelerated
over the last years but encapsulation of iron particles within
porous supports combined with efficient activation and pro-
moters can be applied instead to combine high stability with
high activity.

Experimental section
Materials synthesis

Synthesis of the CMK-3 support. CMK-3 carbon material
with hexagonal mesopore arrangement was synthesized by
mixing 2 g SBA-15 silica (hydrothermally treated at 130 °C)
with a solution of 2.5 g sucrose and 280 mg concentrated
H2SO4 in 10 mL H2O in a porcelain dish. The carbohydrate
was polymerized by heating the mixture to 100 °C for 6 h and
to 160 °C for another 6 h in air. Subsequently, impregnation
was repeated with a solution of 1.6 g sucrose and 180 mg
concentrated H2SO4 in 10 mL H2O, again followed by heating
to 100 and 160 °C. Carbonization was carried out in a tubular
furnace under constant nitrogen flow at 900 °C for 2 h with a
heating rate of 150 °C h−1. SBA-15 dissolution was achieved
by treating the carbon/SBA-15 composite material in 125 mL
of a mixture of hydrofluoric acid (concentrated solution in
H2O)/H2O/EtOH (1/1/1 by volume) in a closed polypropylene
bottle overnight followed by filtration, washing with ethanol,
and drying at room temperature. The CMK-3 yield was
∼1.1 g.

Synthesis of the CMK-3-supported iron catalysts. For the
loading of iron (20 wt% of the catalyst) as well as the sodium
(30 wt% with respect to iron) and sulfur (2 wt% with respect
to iron) promoters, the support material (810 mg) was impreg-
nated with an aqueous solution (∼3 mL of water) of 1125 mg
ammonium ironĲIII) citrate (Fluka, 14.5–16% iron), 228 mg
sodium citrate dihydrate (99%, Sigma Aldrich), and 31.2 mg
of iron sulfate heptahydrate (99%, Sigma Aldrich) by the in-
cipient wetness impregnation method with 3 impregnation
steps of 1 mL each. After the first and second step, the mate-
rial was dried at 120 °C under static air for 1 h and after the fi-
nal step the fully impregnated sample was dried at 120 °C
under static air over night. Calcination was performed for 2 h
in a tubular furnace under nitrogen flow with a heating rate
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of 2 °C min−1. The different catalysts are labelled as
Fe@CMK-3-X with X representing the maximum calcination
temperature of 300, 500, 800, or 1000 °C.

Structural characterization

Nitrogen physisorption isotherms were measured at −196 °C
on a Micromeritics TriStar 3000 instrument. Prior to all mea-
surements, samples were dried at 150 °C under flowing nitro-
gen. Specific surface areas (SSAs) were calculated using the
multi-point BET method (0.05 < p/p0 < 0.25). Pore volumes
(Vpore), pore size distributions (PSDs), and average pore sizes
were determined by the BJH method by using the adsorption
branches of the isotherms.

Inductively coupled plasma-optical emission spectroscopy
(ICP-OES) measurements were performed with an SPECTRO
ARCOS ICP-OES instrument after aqua regia extraction of the
samples.

Small-angle X-ray scattering (SAXS) curves were measured
on a XEUSS SAXS/WAXS setup from Xenocs, equipped with a
MoKα1-source (λ = 0.071 nm) and a 2D Mar detector. The
samples were mounted in borosilicate glass capillaries (outer
diameter 1 mm; wall thickness 0.01 mm), and the acquisition
time for the scattered intensity was 60 min. The 2D scattering
patterns were azimuthally averaged using the ConeX soft-
ware41 and the correction for the scattering by the sample
holder was done as described elsewhere.42 The SAXS patterns
are expressed as the scattered intensity against the scattering
wave vector q = 4π/λ sinĲθ), where θ is half the scattering an-
gle. Because absolute intensities were not measured, and to
make the comparison easier between the various samples,
the scattering patterns were normalised to the highest inten-
sity measured for each sample. Wide-angle X-ray diffraction
measurements were carried out with a Bruker D2 PHASER op-
erating with a CuKα1 radiation source (λ = 0.154 nm).

Transmission 57Fe Mössbauer absorption spectra were col-
lected in situ at 27 °C with a conventional constant-
acceleration spectrometer using a 57Co(Rh) source. Velocity
calibration was carried out using an α-Fe foil. The Mössbauer
spectra were fitted using the Mosswinn 4.0 program.

Hydrogen temperature-programmed reduction (H2-TPR)
was carried out by heating 50–60 mg of the calcined catalysts
up to 800 °C with a rate of 5 °C min−1 in 50 mL min−1 of a
gas mixture of 5% H2 in Ar with a Micromeritics Autochem II
2920 chemisorption analyzer. Prior to heating, samples were
dried at 100 °C for 1 h under flowing Ar.

Hydrogen thermogravimetric analysis (H2-TGA) of the cal-
cined catalysts was performed with a Perkin Elmer Pyris1TGA
instrument. Samples were heated from room temperature to
800 °C with a rate of 5 °C min−1 in 50 mL min−1 of a gas mix-
ture of 20% H2 in Ar.

Transmission electron microscopy (TEM), high angle an-
nular dark field (HAADF)-scanning transmission electron
microscopy (STEM) imaging, and energy dispersive X-ray
spectroscopy (EDX) analysis were performed on a FEI Talos
F200X transmission electron microscope, operated at 200 kV

and equipped with a high-brightness field emission gun (X-
FEG) and a Super-X G2 EDX detector.

Catalytic studies

FTO at 1 bar. Catalytic testing of the iron-based catalysts
at FTO conditions with low CO conversion was performed at
350 °C, 1 bar, H2/CO ratio of 1 (by volume), and a GHSV of
3600 h−1. The FTO reaction was carried out at low conver-
sions of CO to ensure differential operation thus minimizing
the extent of secondary reactions and heat transfer limita-
tions. Calcined catalysts were sieved to a particle size fraction
of 75–212 μm. 200 μL of catalyst were transferred to a plug
flow fixed-bed reactor. Catalysts were reduced prior to reac-
tion for 2 h at 350 °C or 450 °C (heating rate 5 °C min−1) in
15 mL min−1 of a H2/He mixture (1/2 by volume) followed by
cooling to 290 °C. Then, the flow was changed to 12 mL
min−1 of a H2/CO syngas mixture (1/1 by volume) to allow car-
bide formation under mild conditions for 1 h. For the FTO
reaction, the temperature was increased to 350 °C again (time
on stream; TOS = 0 h when temperature reaches 350 °C). The
C1–C16 products were analysed with an online gas chromato-
graph Varian CP3800 equipped with an FID detector. The
product selectivity in %Carbon was calculated as equivalent of
carbon atoms present in a product fraction in relation to to-
tal carbon atoms present in the formed hydrocarbons. The
CO2 selectivity was not measured for the experiments at 1
bar. The activity of the catalysts is expressed as iron time
yield (FTY) in moles of converted CO to hydrocarbons per
gram of iron per second.

FTO at 10 bar. Testing of the FTO catalysts under industri-
ally relevant conditions was performed in a 16 reactor cata-
lytic testing setup (Flowrence, Avantium) at 10 bar, 340 °C,
H2/CO ratio of 2 (by volume), and a GHSV of 9600 h−1. The
FTO reaction was carried out at medium CO conversions
(∼20% initial conversion). Calcined catalysts were sieved to a
particle size fraction of 75–212 μm. 50 μL of catalyst were di-
luted with 50 μL silicon carbide (212–425 μm) and trans-
ferred to a tubular fixed-bed reactor. The catalysts were dried
in a He flow at 280 °C for 20 min at 3 bar followed by in situ
carbidization in a flow of H2/CO (2/1 by volume) at 280 °C
and 3 bar for 10 min. Then, the temperature was increased to
340 °C (heating rate 2 °C min−1) and after 10 min, the pres-
sure was increased to 10 bar (TOS = 0 h). The products were
analysed using online gas chromatography (Agilent 7890A).
The permanent gases and CO2 were separated on a
ShinCarbon ST column and quantified against He as an
internal standard using a TCD detector. CO conversions were
calculated as XCO = (molCO,in − molCO,out)/molCO,in. Hydrocar-
bons (C1–C9) were separated on an Agilent J&W PoraBOND Q
column, detected using an FID detector and quantified
against the TCD signal of the internal standard He. As for the
measurements at 1 bar, product selectivity in the formed hy-
drocarbons was calculated based on a carbon atom basis. At
the end of the catalytic testing experiment, the reactors were
cooled down to room temperature under a flow of He.
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Results and discussion
Structural analysis of the FTO catalysts after calcination at
different temperatures

After infiltration of the iron and promoter precursors into the
pore system of the CMK-3 support with the IWI technique
and subsequent drying, Fe@CMK-3 catalysts were obtained
by calcination under inert atmosphere at maximum tempera-
tures of 300, 500, 800, and 1000 °C. The filling of the pore
system of CMK-3 with iron nanoparticles significantly de-
creases the apparent SSA and pore volume as compared to
the pristine support material (Table 1 and ESI,† Fig. S1). As
indicated by the narrow hysteresis loops in the nitrogen
physisorption isotherms of the calcined catalysts (Fig. 1A), a
well-defined mesoporosity is preserved after calcination.
However, the presence of the iron species leads to a decrease
of the average pore size as compared to the pristine support
(Table 1). The measured SSAs, pore volumes, and average
pore sizes of the catalysts steadily increase with increasing
calcination temperature. This indicates that a larger fraction
of iron particles is encapsulated inside the CMK-3 pore sys-
tem at lower calcination temperature. This confinement ap-
parently leads to the blocking of pores which are not avail-
able for the probe molecules. As already indicated by the
broadening of the hysteresis loops in the nitrogen
physisorption isotherms of the catalysts, the BJH pore size
analyses (Fig. 1B) further show a slight broadening of the
PSD with increasing calcination temperature. The change of
the support pore structure during calcination is related to the
increasing reactivity between CMK-3 and the iron species at
higher temperatures. The reductive properties of carbon sup-
ports have already been reported for iron- and cobalt-based
catalysts.24,31 At higher calcination temperatures, CMK-3 is
partially consumed because it acts as an oxygen acceptor
leading to the carbothermal reduction of the iron oxide spe-
cies. This reductive effect of the support is more pronounced
at higher temperatures as indicated by the increased mass
loss at higher calcination temperatures (Table 1).

ICP-OES analyses show a significantly higher iron content
of 18.8 wt% in the Fe@CMK-3-1000 catalyst as compared to
the Fe@CMK-3-300 catalyst, containing only 9.2 wt% of iron
(Table 1). It should be noticed that the increase in iron con-
tent at higher calcination temperature is more distinct as
expected from carbothermal reduction only. The increasing
weight loss at higher temperatures indicates significant gasi-
fication of carbon and/or removal of heteroatoms present on

the support surface at higher temperature. Despite the higher
iron content of the catalysts calcined at higher temperatures,
they show a larger SSA and pore volume. This indicates a less
strong confinement of the iron particles inside their pores
and hence a lower volume of blocked pores. Furthermore,
carbon gasification due to the carbothermal reduction of the
support leads to the formation of additional holes and the
widening of existing pores. While the ratio of sulfur promoter
also slightly increases with calcination temperature, sodium
leaching occurs at the highest calcination temperature.

Table 1 Porosity data summary, ICP-OES elemental analysis, mass losses during the calcination step (Δm calc.), and iron particle sizes from TEM after
calcination of the catalysts obtained at different calcination temperatures. The porosity data of the parent CMK-3 is shown for comparison

Catalyst SSA (m2 g−1) VPore (cm
3 g−1) dPore,Aver. (nm) Fe/Na/S (wt%) Δm calc. (%) FeSize after calc. (nm)

Fe@CMK-3-300 439 0.35 2.5 9.2/2.7/0.21 −36 2.5 ± 0.6
Fe@CMK-3-500 527 0.45 2.7 13.7/3.9/0.27 −39 5.3 ± 2.9
Fe@CMK-3-800 629 0.52 3.2 16.5/2.1/0.33 −47 6.8 ± 3.2
Fe@CMK-3-1000 718 0.6 3.4 18.8/0.2/0.35 −53 7.4 ± 2.4
Parent CMK-3 1590 1.58 4.1 Not measured — —

Fig. 1 (A) Nitrogen adsorption/desorption (filled symbols/empty
symbols) isotherms (−196 °C) as well as (B) BJH pore size distributions
calculated from the adsorption branch of Fe@CMK-3-300 (dark blue
diamonds), Fe@CMK-3-500 (light blue triangles), Fe@CMK-3-800 (light
red squares), and Fe@CMK-3-1000 (dark red circles). The differential
pore volumes of Fe@CMK-3-500, Fe@CMK-3-800, and Fe@CMK-3-
1000 are vertically offset by 0.02, 0.04, and 0.06 cm3 g−1 nm,
respectively.
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Although the alkali might be present in ionic form, appar-
ently sublimation of sodium compounds takes place.

SAXS measurements (Fig. 2A) of the pristine CMK-3 and
the FTO catalysts after calcination show the typical pattern of
ordered mesoporous materials with hexagonal mesopore
structure for the carbon support (space group p6mm). The
SAXS curves of the calcined catalysts show the peaks related
to the ordered mesopore system at lower intensity. To under-
stand this, one has to consider that the addition of a loading
material to the carbon support has two main effects on the
SAXS intensity.43 On one hand, the signal of the support is
decreased further, because the presence of iron particles re-
duces the average electron-density difference between the car-
bonaceous pore walls and the space in between. On the sec-
ond hand, there is an additional contribution to the
scattering resulting from the nanostructure of the iron parti-
cles themselves. Both effects contribute to decreasing the rel-
ative intensity of the scattering peaks. For the catalysts cal-
cined at lower temperatures, the main peak of the pristine
CMK-3 is present only as shoulder whereas its intensity is
more pronounced in case of the Fe@CMK-3-800 and
Fe@CMK-3-1000 catalysts. This indicates a rather homoge-
neous dispersion of the metal particles into the pores of
Fe@CMK-3-300 and Fe@CMK-3-500 in accordance to nitro-
gen physisorption. Their lower background at scattering vec-
tors below q ∼ 0.05 A−1 indicates a higher uniformity of the
metal loading in the Fe@CMK-3-300 and Fe@CMK-3-500 cat-
alysts as it was previously shown for silica-supported copper
catalysts.42

The proceeding reduction of iron oxide by the CMK-3 sup-
port is qualitatively proved by wide-angle XRD analysis
(Fig. 2B). Calcined catalysts Fe@CMK-3-300 and Fe@CMK-3-

500 show the presence of hematite nanoparticles as the only
crystalline species with broad signals due to their nanoparti-
cle dimensions and/or low crystallinity. With increasing the
calcination temperature to 800 and 1000 °C, the reductive
properties of the carbon support cause the formation of iron
carbide species and also metallic iron. Some iron oxide spe-
cies are also still present after high temperature calcination.
The presence of magnetite after reduction can also not be
ruled out but no Fe2+ species were detected in Mössbauer
spectroscopy analyses as discussed below. The XRD signals
get sharper, indicating the growth of the crystalline species.
Furthermore, crystalline carbon species are detected. Graph-
ite is formed during high-temperature calcination because
iron acts as graphitization catalyst for the support.44

In accordance to XRD analysis, Mössbauer spectroscopy
analyses qualitatively prove the reduction of the hematite par-
ticles occurring during calcination at 800 and 1000 °C (ESI,†
Table S1, and Fig. S2). In the Fe@CMK-3-300 and Fe@CMK-
3-500 catalysts, solely Fe3+ species are present after calcina-
tion. In contrast, 24% metallic iron and 14% iron carbides
are detected within the calcined Fe@CMK-3-800. After calci-
nation at 1000 °C, even 50% and 12% of the iron are present
as metallic and carbidic species, respectively.

Fig. 2 (A) Linear and logarithmic (inset) plots of the small-angle X-ray
scattering curves and (B) wide angle X-ray diffraction patterns of the
pristine CMK-3 (black-only shown in A), Fe@CMK-3-300 (dark blue),
Fe@CMK-3-500 (light blue), Fe@CMK-3-800 (light red), and Fe@CMK-
3-1000 (dark red).

Fig. 3 (A) H2-TPR and (B) H2-TGA curves of the calcined Fe@CMK-3-
300 (dark blue), Fe@CMK-3-500 (light blue), Fe@CMK-3-800 (light
red), and Fe@CMK-3-1000 (dark red) catalysts.
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H2-TPR profiles of the calcined catalysts (Fig. 3A) show the
typical multi-step reduction process of the hematite.27 The
first peaks between 350 and 400 °C are related to the forma-
tion of Fe3O4 from Fe2O3 species present after calcination.
The subsequent hydrogen consumption at ∼500 °C is related
to the reduction to FeO followed by the formation of metallic
iron at 600–700 °C. However, the shape of the reduction pro-
file changes significantly with calcination temperature. Total
hydrogen consumption normalized to the mass of catalyst
gradually increases with increasing the calcination tempera-
ture from 300 to 1000 °C, respectively. This result is not in
line with the presence of a higher ratio of reduced iron spe-
cies after calcination at higher temperatures. H2-TGA under
reducing atmosphere (Fig. 3B) show a step mass loss of the
Fe@CMK-3-1000 in the range from 250–450 °C due to the re-
duction of the remaining iron oxide species. No further mass
loss occurs at higher temperatures. The catalysts prepared at
lower temperatures also show a mass loss in this temperature
range but at the same time, their mass keeps decreasing, es-
pecially at temperatures above 500 °C. This effect is more
pronounced for the catalysts calcined at lower temperatures.
The high weight loss of the low-temperature catalysts of more
than 40% is likely caused by methanation of the carbon sup-
port, occurring at high temperatures under hydrogen atmo-
sphere in presence of iron nanoparticles.

Although a comparably high iron loading was applied,
TEM investigations (Fig. 4) show that the iron-nanoparticles
are small and well-dispersed within the pore systems of the
supports after calcination at 300 and 500 °C. Due to the high
internal pore volume, the ordered mesoporous support is
able to encapsulate small iron particles at high loadings. No
larger iron particles are observed at the external surface of
the μm-sized support particles. Because of the encapsulation
into the pore system of the support, the diameters of iron-
particles (numerical average) in the Fe@CMK-3-300 (2.5 ± 0.6
nm) and the Fe@CMK-3-500 (5.3 ± 2.9 nm) remain low. At
higher calcination temperatures (and therefore proceeding
carbothermal reduction), the iron species grow to slightly
larger diameters of 6.8 ± 3.2 nm (Fe@CMK-3-800) and 7.4 ±
2.4 nm (Fe@CMK-3-1000). As already indicated by the SAXS
and nitrogen physisorption analyses, the ordered mesopore
system and typical particle morphology of CMK-3 is still pre-
served even after calcination at high temperatures.

EDX elemental mapping analyses of the Fe@CMK-3-500
and Fe@CMK-3-1000 after calcination show significant struc-
tural differences of the iron particles. In accordance with XRD
and Mössbauer analyses, iron oxide particles are the domi-
nant species in the catalyst calcined at low temperature
(Fig. 5A). The particles are distributed over the carbon support
with 1-dimensional orientation. In contrast, at higher calcina-
tion temperature, the support shows a rather folded structure
more typical for graphite species than for amorphous
templated porous carbons. A large part of the iron particles in
this catalyst shows a core–shell structure (Fig. 4H and 5B). At
higher magnification, it can be seen that the metal core is em-
bedded into a graphite shell composed of parallel oriented

graphene layers with only few defects (ESI,† Fig. S3). In agree-
ment with Mössbauer spectroscopy analyses, the iron carbide
species present in Fe@CMK-3-800 decompose to an iron–car-
bon core–shell structure with isolated metallic iron inside.
This graphite encapsulation of the iron particles is responsi-
ble for the absence of methanation of the catalysts calcined at
higher temperatures as shown in TGA under hydrogen atmo-
sphere. In contrast to the catalyst prepared at lower tempera-
tures, there is no clear match between the iron- and oxygen-
rich areas in the EDX mapping because the Fe@CDC-1000 cat-
alyst contains a mixture of iron species including oxides, car-
bides, and metallic species.

Low-pressure FTO measurements after activation at different
temperatures

The influence of the calcination and activation conditions on
the catalytic properties of the catalysts was studied under
FTO conditions at 1 bar, 350 °C, and a H2/CO ratio of 1. Such
FTO conditions lead to relatively low CO conversions,

Fig. 4 Bright-field TEM images and HAADF-STEM images of (A and B)
Fe@CMK-3-300, (C and D) Fe@CMK-3-500, (E and F) Fe@CMK-3-800,
and (G and H) Fe@CMK-3-1000 after calcination.
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minimizing the extent of secondary reactions and heat trans-
fer limitations (ESI,† Table S2). Although the catalytic activi-
ties determined at such low CO conversions have a relatively
high experimental error, they are generally well correlated
with the amount of iron carbide species determined in
Mössbauer spectroscopy analyses. After activation of the
Fe@CMK-3-300 catalyst under diluted hydrogen flow at 350
°C for 2 h, only 15% of the iron species are detected as FexC
with Mössbauer spectroscopy (ESI,† Table S1). Their super-
paramagnetic state indicates very small particle sizes. After
activation at 450 °C, 59% of iron species are present in metal-
lic or carbidic state. Quantitative reduction to metallic iron is
achieved at 350 °C and 450 °C for the Fe@CMK-3-1000
catalyst.

Under FTO conditions at 1 bar, the catalytic activity of the
Fe@CMK-3 catalysts activated at 350 °C slowly increase over
the first 20 h of time on stream (TOS), likely caused by the
ongoing formation of iron carbide species during exposure to
syngas (Fig. 6A). Mössbauer spectroscopy analyses show that
after activation at 350 °C, full carbidization did not occur
even after 18 h under syngas at 1 bar (ESI,† Table S1). For the
catalysts calcined at 300–800 °C, Fe2+ species are still present.
Interestingly, iron partially remains metallic in the Fe@CMK-
3-1000 catalyst despite the exposure to syngas at high temper-
ature for 18 h. The initial catalytic activity of the catalysts ac-
tivated at 350 °C increases at higher calcination temperature
from 300 to 800 °C and then decreases again for the
Fe@CMK-3-1000 catalyst (Fig. 6A). This indicates that a large
part of the iron within the catalyst calcined at the highest

temperature is not accessible for the syngas. Two other rea-
sons for a drop of the activity might be the slightly larger iron
particle size in this catalyst after calcination and the pro-
nounced loss of sodium promoter during high-temperature
calcination. However, a previous study on α-Al2O3-supported
iron catalysts showed that the absence of sodium does not
decrease the FTY at 1 bar if sulfur is present.17 In accor-
dance to the TEM and H2-TPR/H2-TGA of the calcined cata-
lysts, the most obvious reason for the lower activity is the
shielding of the iron surface from the syngas by the graphitic
carbon layers. This becomes more evident in the catalytic
testing of the Fe@CMK-3 catalysts activated at 450 °C. The in-
crease of the activation temperature increases the initial cata-
lytic activity of the Fe@CMK-3 catalysts. While the presence
of reduced iron species has the dominant influence on the
catalytic activity after activation at 350 °C, the ratio of re-
duced iron species is higher in all catalysts after activation at
450 °C and the initial activity over the first 0–4 h of TOS in-
creases (ESI,† Fig. S4A). The relative increase for catalysts that
underwent similar calcination conditions gets more pro-
nounced with decreasing calcination temperature. The
change for the Fe@CMK-3-1000 catalyst remains low as com-
pared to Fe@CMK-3-300. The absence of a significant re-
sponse of the catalyst Fe@CMK-3-1000 to the increased acti-
vation temperature is due to the encapsulation of the active
iron sites with non-porous graphitic layers, leading to block-
age of large parts of the active surface. Interestingly, a large
number of recent studies on carbon-supported iron or cobalt
Fischer–Tropsch catalysts reports such encapsulation as at-
tractive feature to prevent excessive growth of metal parti-
cles.8,25,26 However, according to our findings, such an

Fig. 5 EDX elemental mapping TEM images (at the edges of CMK-3
particles with larger iron particles) of (A) Fe@CMK-3-500 and (B)
Fe@CMK-3-1000 after calcination (iron-red; oxygen-blue; carbon-
green).

Fig. 6 (A) Iron-weight based activity (FTY) over time on stream (TOS)
for sodium/sulfur promoted Fe@CMK-3 catalysts under FTO conditions
after calcination at different temperatures and activation at 350 °C, (B)
product selectivity after TOS = 17 h based on hydrocarbons produced,
and (C) corresponding ASF plots of the C1–C6 product fractions as well
as chain growth probability (α) based on the C2–C6 products. Data
obtained at GHSV = 3600 h−1, H2/CO = 1, T = 350 °C, p = 1 bar.
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encapsulation also leads to a significant decrease of the cat-
alytic activity at otherwise comparable particle size. Because
significantly higher ratios of iron carbide species are pres-
ent after activation at 450 °C and 18 h of TOS (ESI,† Table
S1), the iron particle size and accessibility of their surface
becomes determinant for the catalytic activity and a clear
increase of the FTY over the first hours of TOS can be ob-
served with decreasing calcination temperature. After rapid
initial increase of the FTY (0–4 h TOS), the CO conversion
decreases due to particle growth and then increases again
for some catalysts, most likely due to slight pressure in-
crease within the fixed-bed reactors. In contrast to the cata-
lytic activities, the selectivities are only marginally affected
by the different calcination and activation conditions
(Fig. 6B and ESI,† Fig. S4B). Despite the variations in pro-
moter levels detected with ICP-OES after calcination at dif-
ferent temperatures, there are no drastic differences in the
selectivities of the catalysts calcined and activated at differ-
ent temperatures. Although the calcined Fe@CMK-3-1000
catalyst contains a lower sodium/iron ratio, its selectivity is
comparable to the samples obtained at low temperature
which could be due to the larger iron particles and their
encapsulation into graphitic shells. Furthermore, the differ-
ences in the porosities of the supports after calcination will
lead to different promoter distributions over the catalysts
surfaces. At 1 bar syngas pressure, all catalysts show selec-
tivities towards lower olefins of ∼60%C of the formed hy-
drocarbons. The CO2 selectivity was not measured at 1 bar.
In tendency, the methane selectivity decreases with increas-
ing calcination temperature whereas the C5+ formation in-
creases. For similar calcination temperatures, the C5+ selec-
tivity decreases with increasing activation temperature from
350 to 450 °C. This is also reflected by the slightly decreas-
ing chain growth probability in the C2–C6 area (Fig. 6C and
ESI,† Fig. S4C). All catalysts display deviation from the ASF
distribution in terms of lower methane formation due to
the presence of sulfur promoter.

The spent Fe@CMK-3-500 catalyst was analysed with TEM
after activation at different temperatures and 17 or 20 h of
TOS under FTO conditions at 1 bar (ESI,† Fig. S5). While the
iron particles are still well dispersed and distributed over the
pore system of CMK-3 after activation at 350 °C (and hence
lower CO conversions), significant growth and migration to
the external catalyst surface occurs if the catalyst is activated
at 450 °C. Particle growth is the most obvious reason for cata-
lyst deactivation whereas mechanical breakdown or carbon
filament growth is not observed under such conditions.

Another reason for the change of catalytic activity during
FTO operation might be the plugging of the CMK-3 pore
structure with hydrocarbon products and/or carbon deposits.
Nitrogen physisorption was applied for characterization of
the spent catalysts Fe@CMK-3-300 and Fe@CMK-3-1000 after
different activation treatments. The isotherm of the spent
Fe@CMK-3-300 catalyst after activation at 350 °C and hence
low CO conversion after 20 h of TOS is very similar to the
fresh catalyst after calcination. In contrast, the amount of

adsorbed nitrogen significantly decreases after activation at
450 °C and 17 h of FTO operation at higher activity (ESI,† Fig.
S6). The total pore volume decreases from 0.35 cm3 g−1 for
the calcined catalyst to 0.24 cm3 g−1 after FTO operation. The
more narrow hysteresis loop indicates pore clogging during
catalyst operation. The Fe@CMK-3-1000 catalysts show nearly
similar nitrogen physisorption isotherms after FTO operation
with activation at different temperatures. The total pore vol-
ume of the catalysts slightly decreased from 0.6 cm3 g−1 to
0.49 and 0.47 cm3 g−1 after activation at 350 and 450 °C, re-
spectively. This is reasonable since both activation treatments
lead to nearly similar catalytic activity and CO conversion.
The pore structure of the spent catalysts after FTO at 1 bar
was further characterized with small-angle X-ray scattering
(ESI,† Fig. S7). A significant change in the pore structure can
be observed for the Fe@CMK-3-300 catalyst after Fischer–
Tropsch operation with activation at 450 °C, as indicated by
the disappearance of the peak caused by the ordered meso-
pore system. This is likely caused by the plugging of the
CMK-3 pore structure with FTO reaction products. In con-
trast, the signal caused by the ordered mesopore system is
still observed for the Fe@CMK-3 catalyst activated at 350 °C
due to the lower CO conversion. For the Fe@CMK-3-1000 cat-
alyst, no significant changes of the pore structure are indi-
cated by the SAXS measurements after FTO operation inde-
pendent of the activation conditions in accordance with the
nitrogen physisorption experiments.

Medium-pressure FTO measurements

The catalytic properties under industrially relevant conditions
were characterized at a medium syngas pressure of 10 bar,
H2/CO ratio of 2, 340 °C, and a GHSV of 9600 h−1. Under

Fig. 7 (A) FTY over TOS for sodium/sulfur promoted Fe@CMK-3
catalysts calcined at different temperatures under industrially relevant
FTO conditions as well as TEM images of the (B) Fe@CMK-3-300 and
(C) Fe@CMK-3-500 catalysts after 140 h TOS. Data obtained at GHSV
= 9600 h−1, H2/CO = 2, T = 340 °C, p = 10 bar.
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such conditions, initial CO conversions of up to 20% are
achieved and the FTY of the catalysts calcined at low temper-
atures is significantly higher as compared to the low-pressure
measurements (Fig. 7A and Table 2). However, the catalysts
calcined at 800 and 1000 °C are significantly less active as
compared to the Fe@CMK-3-300 and Fe@CMK-3-500 cata-
lysts. Because rather quantitative iron carbidization is usually
achieved under medium pressure,45 the activities of the cat-
alysts follow the same trend as at 1 bar after activation at
450 °C and the lower activity of the samples calcined at
high temperature is likely related to the encapsulation of
the iron particles into graphite shells and therefore blocking
of catalytically active sites. Interestingly, the activity of the
catalyst calcined at 300 °C increases over the 140 h of TOS,
whereas the FTY of the Fe@CMK-3-500 catalyst slightly decreases.

At 10 bar syngas pressure, the methane selectivity in the
formed hydrocarbons remains below 19%C. 50–55%C of the
formed hydrocarbons are present as C2–C4 olefins. Due to the
efficient promotion of the catalysts with sulfur, olefin/paraf-
fin ratios higher than 10 are achieved due to the preferred
chain termination by hydride abstraction instead of hydroge-
nation. As also observed at 1 bar, slightly more methane is
formed by the Fe@CMK-3-300 catalyst as compared to
Fe@CMK-3-500. For these catalysts, the C5+ selectivity of 26–
27%C remains comparable to the low-pressure measure-
ments. Even under industrially relevant conditions, all cata-
lysts deviate from the ASF distribution in terms of lower C1

and C2 formation (ESI,† Fig. S8). The chain growth probabil-
ity in the C3–C7 product area decreases with increasing calci-
nation temperature, most likely due to the loss of sodium
promoter at higher temperatures. For the catalysts calcined
at low temperatures, CO2 selectivities of 40–45%C are mea-
sured after 100 h of TOS, resulting from the high water-gas-
shift activity of the iron catalysts.

TEM images of the spent catalysts after 140 of TOS
(Fig. 7B and C) show that part of the iron particles is present
at the external surface of the CMK-3 particles. At the same
time, iron nanoparticles are also still numerous within the
CMK-3 (ESI,† Fig. S9). The ordered pore structure of the sup-
port is still intact after exposure to syngas at 10 bar. Interest-
ingly, significant carbon filament growth occurs for the
Fe@CMK-3-300 catalyst but not for the Fe@CMK-3-500 al-
though the initial structure of the catalysts was nearly simi-
lar. After 140 h of TOS, the particles at the external surface
grow to 20–50 nm in diameter and are present as iron–iron
oxide core shell structures due to air exposure prior to TEM
analysis.

Summary and conclusions

Ordered mesoporous CMK-3 carbon was used as support for
iron-based Fischer–Tropsch to olefins catalysts with sodium
and sulfur as promoters. The influence of the calcination and
activation conditions on the catalysts structures and their cata-
lytic properties was illuminated. With increasing the calcina-
tion temperature from 300 to 1000 °C, carbothermal reduction
of the iron oxide particles to metallic iron and iron carbide oc-
curs. At the same time, the metal particles tend to grow and get
surrounded by a non-porous graphite shell. For FTO operation
at 1 bar, the effect of the activation temperature on the catalytic
properties was also studied. An increase of the activation tem-
perature from 350 to 450 °C significantly increases the catalytic
activity of the catalysts calcined at low temperatures. In con-
trast, the change is much smaller for the catalysts obtained at
higher calcination temperatures because their activity is deter-
mined by the accessibility of the catalytically active sites instead
of the presence of reduced iron species.

In general, it has been shown that carbon support mate-
rials with a well-defined ordered pore structure are useful to
study the interplay between synthesis and structure of iron-
based FTO catalysts. They provide unique structural proper-
ties that facilitate the investigation and interpretation of
structural differences on the one hand and allow for the use
of specific analysis methods (e.g., SAXS) on the other hand. It
has been shown that the interplay between calcination and
activation conditions is crucial for the catalytic properties.
Many current reports about the synthesis of carbon-
supported Fischer–Tropsch catalysts argue with the beneficial
effect of encapsulation of iron particles into graphite layers
but it should be kept in mind that suchlike structures can
negatively affect the catalytic activity by blocking active sites.
The encapsulation of unshielded and small iron nano-
particles in a porous carbon matrix in combination with so-
dium/sulfur promoters is the way of choice towards FTO cata-
lysts with high activity and stability at the same time. For
porous carbon supports, the formation of such graphitic
layers can be avoided by keeping the calcination temperature
at 500 °C or below. Further optimization in terms of pro-
moter levels is necessary for carbon-supported catalysts and
will be part of future studies.
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